PIPE JOINT LUBE
SEMI-GEL LUBRICANT FOR GASKETED CONCRETE PIPE

PRODUCT DESCRIPTION: Specco Pipe Joint Lube is a semi-aqueous, vegetable based soap designed to lubricate rubber or "O" rings gaskets on pipes of all kinds. Using the Pipe Joint Lube in tandem with the installation come along apparatus prevents the "O" ring gasket from twisting and slipping out of the coupling groove. Pipe Joint Lube also eliminates build-up of any excessive pressure on the pipe assembly during assembly which prevents any possible future leakage at the joint or eventual cracking of the bell itself.

BENEFITS:
- CONTAINS NO PETROLEUM BASED INGREDIENTS
- READY TO USE
- EASY TO APPLY SEMI-GEL LUBRICANT
- NON-TOXIC AND NON-HAZARDOUS INGREDIENTS

COMPOSITION: Blend of emulsified vegetable oils, synthetic surfactants and fatty acids. Does not require reporting under SARA 313 (Community Right to Know).

LEED CREDIT CONSIDERATIONS: Materials and Resources: MR Credits 5.2: Regional materials- Greater than 20% Extracted, processed and manufactured regionally at production location: Kankakee, Illinois 60901. (100% Content- Harvested within 500 miles.

<table>
<thead>
<tr>
<th>PHYSICAL / TECHNICAL DATA:</th>
<th>APPROXIMATE VALUES at 70° F (22° C):</th>
</tr>
</thead>
<tbody>
<tr>
<td>V.O.C. Content:</td>
<td>&lt;50 g/L (0.41 lb./gal)</td>
</tr>
<tr>
<td>Weight per Gallon:</td>
<td>8.36 lb.</td>
</tr>
<tr>
<td>Flash Point:</td>
<td>&gt;202° F (94°C)</td>
</tr>
<tr>
<td>Color:</td>
<td>Opaque, off white to yellowish semi-gel liquid</td>
</tr>
<tr>
<td>Viscosity:</td>
<td>3000 cps (+/- 200) – Brookfield</td>
</tr>
</tbody>
</table>

V.O.C. COMPLIANCE: Pipe Joint Lube contains less than 50 g/L (0.416 lb./gal.) volatile organic compounds. Meets Architectural Coatings Section 183(e) Final Rule Limit for form release compounds for all states.

DIRECTIONS FOR USE: Before applying Pipe Joint Lube, clean the bell and spigot ends of the pipe making sure they are free of dirt, dust and all debris. For profile gaskets, apply Pipe Joint Lube thoroughly, lubricating the inside surface of the bell coupling and the outside surface of the spigot coupling. For “O” ring gaskets, lubricate the “O” ring before positioning the ring in the recess. Do not lubricate the recess.

CAUTIONS: Keep from freezing. If frozen, thaw at room temperature before using. Do not use for potable water applications.
GHS HAZARD RATINGS:WARNING:

IRRITANT:POSSIBLE EYE IRRITATION

FIRST AID: REFER TO PRODUCT S.D.S. (SAFETY DATA SHEET) FOR COMPLETE HEALTH AND SAFETY INFORMATION BEFORE USING THIS PRODUCT. FOR MEDICAL EMERGENCIES ONLY –CALL INFOTRAC AT 800-535-5053.

WARNING: AVOID CONTACT WITH SKIN AND EYES. WEAR PROTECTIVE CLOTHING AND SAFETY GLASSES DURING APPLICATION. KEEP AWAY FROM FOOD AND DRINK. DO NOT TAKE INTERNALLY. REFER TO PRODUCT S.D.S. (SAFETY DATA SHEET) FOR FURTHER HEALTH AND SAFETY INFORMATION. FOR INDUSTRIAL USE ONLY, KEEP OUT OF REACH OF CHILDREN. FOR MEDICAL EMERGENCIES ONLY, CALL INFOTRAC AT 800-535-5053.

H.M.I.S. CODES: HEALTH = 1, FLAMMABILITY= 0, REACTIVITY = 0, PERSONAL PROTECTION = C (GLOVES, GOGGLES, APRON)


SHIPPING CLASS: Item # 33880, Sub 2, Freight Class 55

STORAGE: Ideal storage is between 60º to 80º F. Keep from freezing.

PACKAGING: 5 gallon (18.9 L) pails

SHELF LIFE: 1 year stored properly.

WARRANTY: Specco Industries Inc (Specco) solely and expressly warrants that its products shall be free from defects in materials and workmanship for one (1) year from the date of purchase. Unless authorized in writing by an officer of Specco, no other representations or statements made by Specco or its representatives, in writing or orally, shall alter this warranty. SPECCO MAKES NO WARRANTIES, IMPLIED OR OTHERWISE, AS TO THE MERCHANTABILITY OR FITNESS FOR ORDINARY OR PARTICULAR PURPOSES OF ITS PRODUCTS AND EXCLUDES THE SAME. If any Specco product fails to conform with this warranty, Specco will replace the product at no cost to Buyer. Replacement of any product shall be the sole and exclusive remedy available and buyer shall have no claim for incidental or consequential damages. Specco does not authorize anyone on its behalf to make any written or oral statements which in any way alter Specco’s installation information or instructions in its product literature or on its packaging labels. Specco explicitly excludes any written or oral statements or implied warranty on the performance of an applied/installed product manufactured or sold by or through Specco. Specco has no control over Specco application standards adherence, site conditions, atmospheric variations, installer/applicator skill level or the determination of the suitability of any Specco products for a specific intended purpose. Buyer shall be solely responsible for determining the suitability of Specco’s products for the Buyer’s intended purposes. Product demonstrations, if any, are done for illustrative purposes only and do not constitute a warranty or warranty alteration of any kind.

REVISED 12-17-15